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WALL-Y

MODULAR ELEMENT FOR GREEN WALLS

INNOVATIVE DESIGN

HIGH RESISTANCE

FAST INSTALLATION
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WALL-Y THE SOLUTION 

WALL-Y is the perfect solution to create vertical green walls and to delimit spaces and green areas such as gardens. 

WALL-Y resists to weathering, improves energy performances of the building and makes it more beautiful and 

comfortable. The original texture of the grid, available in many colours, adorns walls even before they are covered 

with vegetation. WALL-Y is ideal for existing and new buildings and it has also a great aesthetic and environmental 

value in an urban context.

GREEN WALLS

DELIMITATION OF GREEN AREAS

AND GARDENS

MODULAR GREEN WALLS

DELIMITATION OF TERRACES

OPEN SPACES
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THE POT

GRID POT

* Custom colors are possible

Suitable for a fast greening of the wall or to cover large surfaces, this 

In order to get more info about the maximal applicable load vertically on the 

pot, consult the available technical material on the website or contact our 

experts (see page 3)
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WALL-Y TECHNICAL DATA

Real size (cm) 58 x 22 x 20

Material  HD PE  HD PE

Weight (kg)

Packaging size (cm) 120 x 120 x 240 100 x 120 x 200

No. pcs. per pallet 180 100

m2 per pallet 60 -

Color* Green - White Green - White

MATERIAL CHARACTERISTICS

Bending elasticity module 780 N/mm2

Tensile strength breaking load 22 N/mm2

WALL-Y CHARACTERISTICS

Type of interlocking system between grids Double overlap

49

10

Grid thickness (cm) 5

Fastening feet height (cm)
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Wood Concrete Bricks Coated
cladding

Timber Aluminium Frame

WALL SUPPORT INSTALLATION

THE COUPLING SYSTEM

SUB-STRUCTURE INSTALLATION 

You can install WALL-Y 

on existing walls or

build self-supporting 

walls and partitions

anchoring the elements 

to a substructure.

Geoplast provides 

technical support for the

choice of the anchoring 

type of support or for the 

creation of a structure

suitable for every need.

It is necessary to pay attention to the correct 

insertion of the three supports of the pot (two 

lateral supports with the slot for the insertion 

of the wall connection and the central support). 

These must be inserted in the three spaces of 

WALL-Y, in order to guarantee the best stability to 

the grid.

Dowel + washer + 

screw + steel eyelet
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INSTALLATION INSTRUCTIONS
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THE GREEN SOUL OF ARCHITECTURE

THERMAL AND ACOUSTIC INSULATION

MICROCLIMATE

PROPERY VALUE AND AESTHETIC

The use of vegetation to cover buildings and walls is

now a standard in modern architecture. Like a thermal

and acoustic insulation, vertical green walls protect the

its inhabitants’ quality of life. WALL-Y can be installed

quickly and easily, it resists to weathering and ensures

the ideal habitat for the growth of plants. Thanks to

WALL-Y, properties improve their energy performances

and increase their aesthetic value.
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VERTICAL GREEN WALLS

walls in the two main facades facing the Garda lake. The elegant texture of WALL-Y grids guarantees a pleasant 

to the complex in a simple and fast way, ensuring at the same time thermal and acoustic protection to the walls.

between private places it can be coupled to a substructure to obtain selfsupporting dividers. The particular design of

the trellis makes he shielding easier, creating a lightweight and pleasant structure.

SEPARATION OF GARDENS AND BALCONIES


